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2569 - FLAME

Textured panel

Board size 1050 mm
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Not shown to scale
All measures in mm

2450 x 1050 mm

one-side embossed
non repeating pattern

Available thicknesses

. 21,0 9,0

Overall thickness |——— —
Depth of embossment H
2,8 2,8

Besides the allowance of +/-0,3 mm of the total
area thickness referring to the highest point there
are minor differences in the thickness of the
embossment - about 2,8 mm due to the natural
design specifications.

Tolerances
Height, Width <600mm | +/-0,5 mm
>600mm | +/-1,0 mm
Thickness +/- 0,5 mm
Exactitude of profile +/- 1,5 mm
Straightness per meter +/- 3,0 mm
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2569 - FLAME 1050 x 2450 mm

one-side embossed
non repeating pattern

Textured panel Available thicknesses

Board size 1050 mm 21,0 9,0
= Overall thickness —
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Depth of embossment H
2,8 2,8
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Besides the allowance of +/-0,3 mm of the total
area thickness referring to the highest point there
are minor differences in the thickness of the
embossment - about 2,8 mm due to the natural
design specifications.
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Tolerances

Height, Width <600mm | +/-0,5 mm
>600mm | +/-1,0 mm

Thickness +/- 0,5 mm
Exactitude of profile +/- 1,5 mm

Straightness per meter +/- 3,0 mm
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2569 - FLAME 1270 x 3135 mm

one-side embossed
repeating pattern

Textured panel Available thicknesses
" 625 L'A 625 R
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o Depth of embossment H
' 2 2,8 2,8
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g oi . c 2 Besides the allowance of +/-0,3 mm of the total
: & lrection o > 2 area thickness referring to the highest point there
g embossment . are minor differences in the thickness of the
3 7]
3 = embossment - about 2,8 mm due to the natural
3 ;’ design specifications.
3
s Tolerances
H Height, Width <600mm | +/- 0,5 mm
>600mm | +/- 1,0 mm
Thickness +/- 0,5 mm
& Exactitude of profile +/- 1,5 mm
B _,,_l Straightness per meter +/- 3,0 mm
Delivered size 1280 mm
Not shown to scale
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2569 - FLAME 3135 x 1270 mm

one-side embossed
repeating pattern

Textured panel Available thicknesses
Board size without cut marks
1270 mm . 21,0 9,0
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Besides the allowance of +/-0,3 mm of the total
area thickness referring to the highest point there
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T are minor differences in the thickness of the
embossment - about 2,8 mm due to the natural
ey S AIAIRRIEE | QIRIRNRNRN - design specifications.
B NV
Tolerances
Height, Width <600mm | +/-0,5 mm
>600mm | +/- 1,0 mm
gl 8 Thickness +/- 0,5 mm
Exactitude of profile +/- 1,5 mm
v Straightness per meter +/- 3,0 mm
Delivered size 1280 mm
Not shown to scale
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